
TURBINE· GENERATOR VIBRATION TRENDS 

IBRATION (mils) 
OCAL TEST (piggy backe LOCAL· 

II 

T1 (double 277 2,1 

HP 
Bearing (double 5.0 102 2.6 

B, 

1.4 

0.7 0.1 

B Coupling Turb End 0.5 109 1.3 
Gen End 2.6 132 

15 Bearing (double 5.0 144 0.8 

lPATurbine 7.0 
16 .8 306 1.4 

302 
1 260 
0.8 339 0.4 

2.2 201 1.7 

2.4 
2.6 125 3.5 
2,1 90 2 .. 5 

lPC 
167 3.8 2.8 

E 102 

3 2.2 
Generator 

T12 Bearing 2.5 67 2.9 1.9 
Brush Rigging 

113 Bearing 2.7 180 3.3 2.1 
(Steady Bearing) 

PARAMETERS 

01/24/00 

Time 14:30 
gross 8'15 

Turbine Speed 3600 
Lube Oil supply I 114 

return/ 150 
diff 36 

0.01 
highest 0.28 

Exp 1 0.49 
2 

Rotor 1.00 
Shell 1.77 

2 0.95 

2,53 

2.31 
1.28 
1 

1.80 
1.10 

1.00 

2.23 

2.55 
043 
50 
.81 

3.36 
.84 

BEARING TEMP 

Temp 
diff 

140 
158 

197 

194 

182 

188 

182 

182 

11 


